
HARDWARE ASSEMBLY INSTRUCTIONS

SCREWS TO USE

1 ½  SQUARE DRIVE for carcass assembly 5/8 SQUARE DRIVE (silver) 
for drawer bases

EURO SCREWS (fat ones) For 
Runners 

1 1/8 SQUARE DRIVE for 
fixing cabinets side by side 

110 Degree hinge standard and soft close

Make sure arrow on mounting 
plate is pointing to the front of 
your unit

Place hinges in predrilled 
holes and Turn Screws to 
tighten into place

Line up hinge with mounting plate 
and clip on, as shown on the right.

      
Assemble

Overlay Adjustment :
Turn screw clockwise for door overlay decreases (-)
Turn screw anticlockwise for door overlay increase (+).

Height Adjustment:
Using height-adjustment mounting 
plates makes it possible to align the 
exact door height

Depth Adjustment:
Direct, infinitely  variable depth 
adjustment

Disassembly

165 Degree and Corner Hinge Flap Stay
165 degree hinge

Corner Hinge

                 



Innotech drawer system (soft close) Multitech (standard) drawer system

A) Drawer Front. B) Drawer Bottom. C) Drawer Back 
1) Innotech sides left/right. 2) Knock in Front Connectors 3) Cover caps. 
4) Quadro carcass drawer runners. 5) Back connectors
Assembly is similar to Multitech(standard) Assembly

1) Carcass Drawer Runners. 2) Drawer metal side. 
3) Drawer Front Clips. 4) Drawer Bottom Panel. 5) Drawer back Panel.
Fits together as shown in Carcass Assembly.

Lazy Susie Assembly KK6 Bin Assembly
Top Plate 

Front Plate

Drilling from the inside out, drill top 
plate to the top panel.
(no holes provided)

Drill front plate to draw front. 
(holes Provided)

Assemble lazy Susie before inserting into corner unit



Bi Fold Doors

Assembly runner profile

Set Track 30mm from front of panel to 
centre of track

Preparing the door set Mounting the door set Mounting the door set

Mounting the door set            Runner Runner Track




